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SUBTRACKT SYSTEM
FEATURES

PROJECT

NOTES:

TYPE: DATE:

33 West Beaver Creek Road, 
Richmond Hill, Ontario, Canada

SUBTRACKT
LED Lighting System

SHOWN: Single channel recessed slot, 38656-30-01

CERTIFICATIONS

ORDERING TABLE

SUBTRACKT
HEAD KELVIN COLOR PRODUCT 

CODES

38656

3000K
BLACK (01) 38656-30-01         

WHITE (02) 38656-30-02

3500K
BLACK (01) 38656-35-01

WHITE (02) 38656-35-02

4000K
BLACK (01) 38656-40-01

WHITE (02) 38656-40-02
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NUMBER 38656

WATTAGE 15W Integrated LED

BEAM ANGLE 40°

VERTICAL ROTATION 90°/200°

HORIZONTAL ROTATION 130°

KELVIN 3000K/3500K/4000K

LUMENS 1380lm

CRI 90+

DIMMING TRIAC

ADJUSTABLE HEAD Yes

COLOR Black

INPUT 120-277V

TRACK COLOR PRODUCT 
CODES

38653
BLACK (01) 38655-01

WHITE (02) 38653-02

41900
BLACK (01) 41900-01

WHITE (02) 41900-02

Beneath the surface sits the Subtrackt collection. This structural system is designed 
to seamlessly integrate into the architecture. An extremely versatile recessed system 
allows for perfect cove applications with optional single or dual channels to line your 
ceiling in a geometric formation or squared design. The modules provide four way 
movements offering additional angles to optimize directional illumination with its 
mechanical arm design. 
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33 West Beaver Creek Road, 
Richmond Hill, Ontario, Canada

SUBTRACKT
LED Lighting System

COVE MEASUREMENTS

SAMPLE APPLICATIONS
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PHOTOMETRICS

15W SPOT

RISE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 15

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 1419.227

SPEC.:3000K

MFR.: RISE

TYPE:

DIM.:

SUR.:0.002374625m2

WEIGHT:

SERIAL No.:2104150213

Shielding Angle:

Test:U:120.14V I:0.1337A P:16.008W PF:0.9955 Freq:59.98Hz  Lamp Flux:1372.4x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

DATA OF LAMP PHOTOMETRIC DATA Eff: 73.75 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

η

η

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

η

η

CITIZEN

15

120

1372.4

1

120

2627

86.0

1180.6

DIRECT

0.0

86.0

0.62

0.64

0.0,44.8

0.0,41.2

0.50

0.70

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.00.416
Temperature:25.3DEG Humidity:65.0%

Test Distance:3.160m [K=1.0000]Operators:Zoe
Test Date:2021-04-15 Remarks: LAMP:CLU028-1202C4-303H5M3-F1 Ra:90

REFLECTOR ：：MR-2346 40R
DRIVER:LD018H-CU03542-M18E 350mA
30minutes warm-up
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33 West Beaver Creek Road, 
Richmond Hill, Ontario, Canada

SUBTRACKT
LED Lighting System

POWER CONNECTION

HALO TRACK

1002  2-FOOT TRACK 1004  4-FOOT  TRACK

1008  8-FOOT  TRACK

-01 Black

-02 White

• Single circuit track, 3-conductor, 20A maximum per circuit
• Can be surface mounted on walls or ceilings
• Field cuttable to desired length
• Use components to build any desired configuration
• Includes 2 dead-end covers

MOUNTING CHANNELS

3.74"
(95mm)

1.09"
(28mm)

2.76"
(70mm)  

78.74"
(2000mm)

0.45"
(11mm)

38653-01

CHANNEL MOUNT, 6.5FT, BLACK

38653-02

 CHANNEL MOUNT, 6.5FT, WHITE

41900-02

CHANNEL MOUNT, SQUARE, WHITE

41900-01

CHANNEL MOUNT SQUARE, BLACK

390mm
(15.35")
200mm
(7.87")

27.7mm
(1.09")


