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Function.

CONSTRUCT

1

FEATURE
Choose from a selection of complete structure kits designed for trimmed recessed mount 
L-shape applications. All kits come complete with all necessary components to facilitate 
complete installation including aluminum channels, power feed, connectors, mounting 
hardware and remote power supply.

3' x 8'
KIT# FINISHES DESCRIPTION

CTMK-L-3X8 -01 BLACK  
-02 WHITE

CONS. TRIM. REC. MNT. L SHP 3'X8' 
MAX 80W. 

6' x 6'
KIT# FINISHES DESCRIPTION

CTMK-L-6X6 -01 BLACK  
-02 WHITE

CONS. TRIM. REC. MNT. L SHP 6'X6' 
MAX 80W. 
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CONSTRUCT TRIMMED RECESSED MOUNT KITS (CTMK-L) 
L-SHAPE 
CTMK-L-X-X

MOUNT: Trimmed Recessed Mount

Fixtures sold separately

SPECIFICATIONS
APPLICATION Trimmed Recessed Mount Drywall Ceiling or T-Bar Ceiling

AVAILABLE FINISH White or black

CONSTRUCTION Extruded Aluminum

INPUT VOLTAGE 120V to Remote Driver
24V DC to lighting fixtures

APPROVED LOCATION Dry / Indoor

DIMMING TRIAC

REMOTE DRIVER Hardwire 96W, 24V DC

LIGHTING FIXTURE CCT 3000K | 3500K

LIGHTING FIXTURE WATTAGE / LUMENS See lighting fixtures on page 3

ELECTRICAL APPROVAL

WARRANTY 5 Years

STEP
1

TRIMMED RECESSED MOUNT ACCESSORIES
A B C D E F G H I J

CIRCUIT
JOINT

BLACK: 36362-01
WHITE: 36362-02

3FT.
TRIMLESS RECESSED 

MOUNT PROFILE
MATTE BLACK: 35771-01
MATTE WHITE: 35771-02

6FT.
TRIMLESS RECESSED 

MOUNT PROFILE
MATTE BLACK: 35772-01
MATTE WHITE: 35772-02

8FT.
TRIMLESS 

RECESSED MOUNT 
PROFILE

MATTE BLACK: 35773-01
MATTE WHITE: 35773-02

VERTICAL CORNER 
L-SHAPED 

CONNECTOR FOR 
TRIMMED WALL TO 

CEILING
MATTE BLACK: 36734-01
MATTE WHITE: 36734-02

HORIZONTAL CORNER 
L-SHAPED CONNECTOR 
FOR TRIMMED CEILING 

OR WALL
MATTE BLACK: 35781-01
MATTE WHITE: 35781-02

POWER
JOINT

BLACK: 36364-01
WHITE: 36364-02
Wire Length: 78.74" 

(200cm)

END CAP WITH
POWER CORD

BLACK: 36369-01
WHITE: 36369-02
Wire Length: 78.74" 

(200cm)

END CAP 
WITHOUT

POWER CORD
BLACK: 36371-01
WHITE: 36371-02

F F

F

A

DRIVER
(TRIAC)

30264-014

RUN SHAPE:
L-Shape

TRIMMED RECESSED MOUNT KITS
Simply choose the appropriate kit for your requirements and then select the fixtures you wish to use in your kits that be found on page 3.
Please note to observe published max wattage.

2.24"

Cut Hole 1.69"

2.60"
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CONSTRUCT TRIMMED RECESSED MOUNT KITS (CTMK-L) 
L-SHAPE 
CTMK-L-X-X

CONSTRUCT

RUN SHAPE: L-Shape
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TRIMMED RECESSED MOUNT ACCESSORIES
A B C D E F G H I J

CIRCUIT
JOINT

BLACK: 36362-01
WHITE: 36362-02

3FT.
TRIMLESS RECESSED 

MOUNT PROFILE
MATTE BLACK: 35771-01
MATTE WHITE: 35771-02

6FT.
TRIMLESS RECESSED 

MOUNT PROFILE
MATTE BLACK: 35772-01
MATTE WHITE: 35772-02

8FT.
TRIMLESS 

RECESSED MOUNT 
PROFILE

MATTE BLACK: 35773-01
MATTE WHITE: 35773-02

VERTICAL CORNER 
L-SHAPED 

CONNECTOR FOR 
TRIMMED WALL TO 

CEILING
MATTE BLACK: 36734-01
MATTE WHITE: 36734-02

HORIZONTAL CORNER 
L-SHAPED CONNECTOR 
FOR TRIMMED CEILING 

OR WALL
MATTE BLACK: 35781-01
MATTE WHITE: 35781-02

POWER
JOINT

BLACK: 36364-01
WHITE: 36364-02
Wire Length: 78.74" 

(200cm)

END CAP WITH
POWER CORD

BLACK: 36369-01
WHITE: 36369-02
Wire Length: 78.74" 

(200cm)

END CAP 
WITHOUT

POWER CORD
BLACK: 36371-01
WHITE: 36371-02

DRIVER
(TRIAC)

30264-014

6' x 8'
KIT# FINISHES DESCRIPTION

CTMK-L-6X8 -01 BLACK  
-02 WHITE

CONS. TRIM. REC. MNT. L SHP 6'X8' 
MAX 160W. 

8' x 16'
KIT# FINISHES DESCRIPTION

CTMK-L-8X16 -01 BLACK  
-02 WHITE

CONS. TRIM. REC. MNT. L SHP 8'X16' 
MAX 160W. 

8' x 8'
KIT# FINISHES DESCRIPTION

CTMK-L-8X8 -01 BLACK  
-02 WHITE

CONS. TRIM. REC. MNT. L SHP 8'X8' 
MAX 160W. 
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CONSTRUCT TRIMMED RECESSED MOUNT KITS (CTMK-L) 
L-SHAPE 
CTMK-L-X-X

CONSTRUCT

SELECT FIXTURES*STEP
2

RUN SHAPE: L-Shape

Overlap Lens: Used for seamlessly
join Lens fixture only.

FIXTURE ITEM CODE CCT FINISH  FIXTURE ITEM CODE CCT FINISH

LE
N

S

36372 -01 3000 K BLACK

D
U

A
L 

LE
N

S 35765 -01 3000 K BLACK

36372-35 -01 3500 K BLACK 35765-35 -01 3500 K BLACK

36372 -02 3000 K WHITE 35765 -02 3000 K WHITE

36372-35 -02 3500 K WHITE 35765-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

10 W 11.90” 3000K, 3500K 772 472 4.5 W 4.13” 3000K, 3500K 362 180

LE
N

S

36373 -01 3000 K BLACK

W
A

LL
 W

A
SH

36376 -01 3000 K BLACK

36373-35 -01 3500 K BLACK 36376-35 -01 3500 K BLACK

36373 -02 3000 K WHITE 36376 -02 3000 K WHITE

36373-35 -02 3500 K WHITE 36376-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

19 W 23.74” 3000K, 3500K 1824 1197 11 W 5.62” 3000K, 3500K 975 462

LE
N

S

36374 -01 3000 K BLACK

M
UL

TI
PL

E 
SP

OT 36379 -01 3000 K BLACK

36374-35 -01 3500 K BLACK 36379-35 -01 3500 K BLACK

36374 -02 3000 K WHITE 36379 -02 3000 K WHITE

36374-35 -02 3500 K WHITE 36379-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

27.5 W 35.55” 3000K, 3500K 2286 1428 11 W 5.67” 3000K, 3500K 975 463

M
UL

TI
PL

E

35757 -01 3000 K BLACK

M
IN

I S
PO

T

35763 -01 3000 K BLACK

35757-35 -01 3500 K BLACK 35763-35 -01 3500 K BLACK

35757 -02 3000 K WHITE 35763 -02 3000 K WHITE

35757-35 -02 3500 K WHITE 35763-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

11 W 5.67” 3000K, 3500K 962 686 6.4 W 4.13” 3000K, 3500K 604 335

M
UL

TI
PL

E

35758 -01 3000 K BLACK

SP
OT

35764 -01 3000 K BLACK

35758-35 -01 3500 K BLACK 35764-35 -01 3500 K BLACK

35758 -02 3000 K WHITE 35764 -02 3000 K WHITE

35758-35 -02 3500 K WHITE 35764-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

22 W 10.87” 3000K, 3500K 1925 1378 13.5 W 4.13” 3000K, 3500K 1207 659

M
UL

TI
PL

E

35759 -01 3000 K BLACK

SU
SP

EN
DE

D 35766 -01 3000 K BLACK

35759-35 -01 3500 K BLACK 35766-35 -01 3500 K BLACK

35759 -02 3000 K WHITE 35766 -02 3000 K WHITE

35759-35 -02 3500 K WHITE 35766-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

33 W 15.95” 3000K, 3500K 2888 2057 6.4 W 9.84” 3000K, 3500K 604 372

D
U

A
L 

B
A

FF
LE 36377 -01 3000 K BLACK

ZO
O

M
 S

PO
T 47133-01 3000 K BLACK

36377-35 -01 3500 K BLACK 47133-35 -01 3500 K BLACK

36377 -02 3000 K WHITE 47133 -02 3000 K WHITE

36377-35 -02 3500 K WHITE 47133-35 -02 3500 K WHITE

 WATTS LENGTH CCT INT. LUMENS DEL. LUMENS  WATTS LENGTH CCT INT. LUMENS DEL. LUMENS

4.5 W 4.15” 3000K, 3500K 398 301 15 W 4.13” 3000K, 3500K 1340 512 (15°) 815 
(50°)
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35757-01     11W
35758-01     22W
35759-01     33W

36372-01     9W
36373-01     18W
36374-01     27W

Multiple

Lens

Spot

35763-01     7W
35764-01     15W

Dual Baffle

36377-01  2X3W

35765-01  2X3W

MODULES

Wall Wash

36376-01     11W

Dual Lens

Multiple Spot

47133-01     15W

36379-01     11W

CONSTRUCT

to

Beam
Angle

Suspended

35766-01   7W 



Tel: 905.695.2055	 Fax: 	905.695.2056 	 Toll Free: 1.800.660.5391 	 Toll Free: 1.800.660.5390
www.fase1lighting.com  |  www.eurofase.com

All features, functionality and other product specifications
are subject to change without notice.

8

This Series of Class 2 LED drivers offers a wide range of output power from 40 to 96 watts in 
12/24VDC. This series is fully dimmable with any standard MLV / Incandescent TRIAC (Leading 
edge) dimmer switches on the market and delivers smooth flicker free dimming. The UL Listed 
version includes a wiring compartment with 2 knockouts to enable easy -installation and elimi-
nates the  need of a J-Box. This line is Nema 3R rated and fully operational in indoor and outdoor 
applications. The E-Series is designed to operate under extreme environmental conditions. 5-year 
warranty is a standard on all of our dimmable products.

•    Dimmable with any Standard MLV/Incandescent TRIAC (Leading edge) dimmer switch
•    Super compact ALUMINUM CASE
•    Class 2
•    UL8750
•    Nema 3R - Outdoor Use
•    Auto-Reset Protection for short circuit & over voltage
•    No minimum load is required for smooth dimming 
•    Compatible with both magnetic and electrical dimmer

QUICK SPEC

ELECTRONIC CONSTANT VOLTAGE DIMMABLE DRIVER - UL Listed

FEATURES

WIRING DIAGRAM

INPUT
120V AC 60Hz

OUTPUT
12/24-Volt DC

LED LAMPRed Wire

Blue   Wire

+

-

Dimmer
(Triac/Phase-cut)

L

N

C

VOLTAGE DIMMABLE LED DRIVER

Input Wire (White) 
120V AC

Ground

Input Wire (Black) 
120V AC

Input 
Voltage

Max 
Output
Power

Output 
Voltage

Output 
Current

Efficiency 
@Max. 
Load

THD
@Max. 
Load

Power 
Factor
@Max. 
Load

Envir.
Protection 
Ring

Weight

120VAC 40-96W 12/24VDC 1.6-5A >90% <20% >0.95 NEMA 3R 720g
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Input

Protections 

Mechanical & Housing

Output

Environmental

Approval Markings

SPECIFICATIONS

Input Voltage 120VAC

Input Current @ Max Load 0.61A

Popwer Factor 0.95

Efficiency >90%

Short Circuit Protection Yes

Over Current Protection Yes

Over Temperture Yes

Open Circuit Protections Yes

Input Wires (White/Black) 18 AWG

Output Wires (Red/Black) 14 AWG

Length 177mm

Width 70mm

Height 35mm

Weight 720g

Housing Material Aluminum

Housing Color Black

Junction Box Yes

Mounting Two hole flange mounting

Max Load 40-96W

Output Voltage 12/24VDC

Output Current @ Max Load 1.6-5A

Operating Ambient Temperature -3C-50C

Certificates / Approval Signs UL 8750, class 2
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